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Executive Summary

On behalf of the Glenn County Public Works Agency (County), North State Resources, Inc., now
Stantec (Stantec) conducted a delineation of waters of the United States occurring in the 5.28-
acre County Road R over Glenn-Colusa Canal Bridge Replacement Project study area (study
areq) in Glenn County, California. The delineation was conducted in accordance with the
Corps of Engineers Wetlands Delineation Manual (Environmental Laboratory 1987) and the
Regional Supplement to the Corps of Engineers Wetland Delineation Manual: Arid West Region
(U.S. Army Corps of Engineers 2008). The field delineation was conducted on November 30,
2017. A total of 1.673 acres of potential waters of the United States were mapped within the
study area and include rice field/managed wetland (0.634 acre), vegetated ditch (0.398 acre,
1,510 linear feet), and irrigation canal (0.641 acre, 260 linear feet).

The purpose of this delineation of waters of the United States is to document and describe
waters of the United States to support a Preliminary Jurisdictional Determination from the United
States Army Corps of Engineers (Corps). This delineation is subject to verification by the Corps,
Sacramento District. Stantec advises all parties to treat the information contained herein as
preliminary until the Corps provides written verification of the boundaries of its jurisdiction.

If the Corps wishes to conduct a field verification, the County requests that the Corps contact
Matt Vader, Engineering Technician, Glenn County Public Works Agency by telephone at (530)
934-6530 or by email at engineer@countyofglenn.net to schedule a date and fime to access the
study area.
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Abbreviations
County Glenn County Public Works Agency
Corps United States Army Corps of Engineers
GCID Glenn-Colusa Irrigation District
GPS Global Positioning System
Stantec North State Resources, Inc., now Stantec
NWI National Wetlands Inventory
OHWM Ordinary High Water Mark
USGS United States Geological Survey
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The study area is located in a rural area near the unincorporated community of Artois in Glenn
County, California and it consists of a 1,200-foot alignment along County Road R. This location
can be found on the Glenn, California 7.5-minute U.S. Geological Survey (USGS) quadrangle in
Township 20N, Range 2W, Sections 17 and 18. The approximate center of the study area is
located at latitude 39.586947°, longitude -122.116908° (North American Datum 83). The study
area location is shown in Figure 1.

To access the study area from Interstate 5, fravel 5 miles east on County Road 39 (Bayliss Blue
Gum Road) to County Road R. Turn left and travel 0.2 mile to the study area where the County
Road R Bridge crosses over the Glenn-Colusa Canal (Figure 1).

2.1 CURRENT/RECENT LAND USE

The study area is bounded by agricultural fields, with machine-harvested rice as the primary
crop. There are two rural residences in the vicinity along County Road 39, located
approximately 0.2 mile south of the study area.

2.2 SITETOPOGRAPHY AND ELEVATION

The topography of the study area immediately adjacent to the Glenn-Colusa canal is nearly
level. The study area generally runs perpendicular to the Glenn-Colusa canal and occurs af an
elevation of approximately 130 feet.

2.3 CLIMATE

Historical data used to describe the climate are collected at Willows 6 W weather station
approximately 15 miles southwest of the study area (Western Regional Climate Center 2016).
The climate data are described below:

Type: The climate of the area is characterized as Mediterranean with moderate winters and
hot, dry summers.

Precipitation: Precipitation in the study area primarily occurs as rain. The average annual
rainfall is approximately 18 inches.

Air Temperature: Air temperatures in the study area range between an average January
high of 55 degrees Fahrenheit (°F), and an average July high of 95°F. The annual average
high is approximately 75°F.

h" Hio-th Stale Rasoorces, Inc. now @ Stantec
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Growing Season: The growing season (i.e., 50% probability of air temperature 28 °F or higher)
in the study area is approximately 320 days and occurs between February and November.

24 HYDROLOGY/HYDROLOGIC FEATURES

The hydrologic features in the study area include rice fields/managed wetlands, vegetated
ditches, and irrigation canal. The water is sourced from the Sacramento River through the
Glenn-Colusa Irrigation District’s (GCID) main pump station located approximately three miles
north of Hamilton City. The irrigation canal that flows through the study area is the GCID's main
delivery canal for agricultural water in the region. Drainage in the region is generally to the
south and east towards the river, serving agricultural crops and a complex of wildlife refuges in
the area.

2.5 SOIL MAP UNITS

Two soil map units occur in the study area. They are described in the Soil Survey of Glenn
County, California (Natural Resources Conservation Service 1999). Soil map units in and around
the study area are shown in Figure 2. The soil map units that occur within the study area are
described below:

e Plazassilt loam (Pf). This is a non-hydric, moderately well to imperfectly drained soil formed in
alluvium. These soils occur in rice producing areas and consequently water tables persist for
longer periods than would be expected under natural conditions. The depth to a restrictive
layer is 60 inches.

e Plazassilty clay loam (Pg). This is a non-hydric, moderately well to imperfectly drained soil
formed in alluvium. These soils occur in rice producing areas and consequently water tables
persist for longer periods than would be expected under natural conditions. The depth to a
restrictive layer is 60 inches.

h" Hio-th Stale Rasoorces, Inc. now @ Stantec
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2.6 VEGETATION COMMUNITIES

Vegetation communities are based on descriptions provided in A Guide to Wildlife Habitats of
California (Mayer and Laudenslayer 1988). Three vegetation communities or other habitats
occurin the study area: agriculture (rice), barren/ruderal, and riverine.

Agriculture/Rice. Agriculture, in the form of machine harvested rice, surrounds the study area on
all sides. This habitat is generally flooded with water in the spring whenrice is planted and
confinues to be inundated until fall when the rice is harvested. After harvest, some fields are left
fallow for the winter with no water or crops growing. The two fields to the west and the one field
to the north east of the study area were fallow during the November 30, 2017 site visit. Some rice
fields are re-inundated after the rice harvest and provide habitat for migrating and over-
wintering water fowl during the winter months. The rice fields located south of the Glenn-Colusa
canal and east of the study area were flooded for this purpose during the site visit.

Barren/Ruderal. Barren/ruderal habitat occurs as dirt and paved roads and their associated
road shoulders. Vegetation is usually not present, although sparse opportunistic grasses and
forbs or weedy species may occur.

Riverine. Riverine habitat consists of the Glenn-Colusa canal and associated irrigation ditches.
The canal is characterized by rock and mud substrates with very little vegetation within the
canal. The irrigation ditches are characterized by mud substrates; dominated by freshwater
emergent vegetation which appears to be regularly maintained by farmers.

Stantec conducted an on-site routine delineation of wetlands and “other waters” of the United
States based on field observations of positive indicators for wetland vegetation, hydrology, and
soils; and indicators of an ordinary high water mark (OHWM). This methodology is consistent with
the approach outlined in the Corps of Engineers Wetlands Delineation Manual (Environmental
Laboratory 1987) and the Regional Supplement to the Corps of Engineers Wetland Delineation
Manual: Arid West Region (U.S. Army Corps of Engineers 2008). Plant taxonomy follows The
Jepson Manual: Vascular Plants of California (Baldwin et al. 2012). Wetland indicator status for
plant species was confirmed using The National Wetland Plant List (Lichvar et al. 2016), and the
“50/20 Rule” or “Prevalence Index” was applied to determine plant dominance (U.S. Army Corps
of Engineers 2008). Presence of primary and secondary wetland hydrology indicators were
documented for each wetland feature.

Saoil pits were dug in representative wetland features to a depth sufficient to document the
presence or confirm the absence of hydric soil or wetland hydrology indicators. Soils were
examined to assess field indicators of hydric soils. Positive indicators of hydric soils were
observed in the field following the criteria outlined in Field Indicators of Hydric Soils in the United
States (Vasilas et al. 2017). Soil colors were determined using a Munsell® soil color chart. The

Page 5
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hydric status of each soil map unit occurring in the study area was reviewed using the Web Soil
Survey (Natural Resources Conservation Service 1999). At least one set of data points was
selected to best represent the wetland feature type and the adjacent uplands. Data points
were also placed in suspect areas to confirm wetland or upland status.

Other waters are defined as fraditional navigable waters and their tributaries (33 CFR 329).
Delineation of other waters was based on presence of an OHWM as defined in Corps regulations
(33 CFR 328.3 and 33 CFR 328.4) and whether the feature qualified as tributary to waters of the
United States. Physical characteristics of an OHWM include, but are not limited to the following
conditions: a natural line impressed on the bank, shelving, changes in the character of the saill,
destruction of terrestrial vegetation, presence of litter and debris, leaf litter disturbed or washed
away, scour, deposition, presence of bed and bank, and water staining. At least one data
point was selected to best represent the OHWM of other waters for each other waters type.

Prior to conducting the on-site routine delineation, the U.S. Fish and Wildlife Service’s, National
Wetlands Inventory (NWI) Wetlands Mapyper (U.S. Fish and Wildlife Service 2017) was reviewed to
determine if any wetlands or deepwater habitats as described by Cowardin et al. (1979) were
previously mapped in the study area and general vicinity. Features delineated during the on-
site routine delineation were classified using Cowardin (1979) based on existing NWI mapping, or
assigned a Cowardin type if not previously mapped.

Four data points were used to characterize and document each wetland or other water feature
type, and the adjacent upland. Field observations were conducted on November 30, 2017.

The boundaries of delineated features and the associated data points were mapped using a
Trimble Mapping Grade Global Positioning System (GPS) capable of sub-foot accuracy. Where
the use of the GPS was not practicable or satellites were not available, the features were
delineated by hand onto ortho-rectified color aerial photographs. The GPS and hand-drawn
location data were overlaid onto an aerial photograph of the study area to develop the
delineation map.

Potential waters of the United States occur in the study area as wetlands and other waters.
Wetlands include rice field/managed wetland and vegetated ditch and other waters include
irigation canal.

The boundaries and area of potential waters of the United States occurring in the study area are
illustrated in Figure 3. A total of 1.673 acres of waters of the United States were delineated. A
summary of the delineated features is presented in Table 1. Routine wetland determination
data forms are presented in Appendix A. Representative photographs of the delineated
features and data point locations are presented in Appendix B.

Page 6
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Table 1. Waters of the United States Summary
Total
Waters of the United States Acreage Total Linear Feet Cowardin Type?
Wetlands
Rice Field/Managed Wetland 0.634 N/A PUBMKf
Vegetated Ditch 0.398 1,510 PEM1Kx
Other Waters
Irrigation Canal 0.641 260 R2UBHx
Total Waters of the United States 1.673 1,770

4.1 CHARACTERIZATION OF DELINEATED FEATURES

The study area is bounded by rice fields/managed wetlands. Rice fields are generally flooded
for the duration of the growing season, which may exceed five months. RF-1 and RF-2 are
located in the northern portion of the study area and were both dry during the November 30,
2017 survey. However, inundation is visible on aerial imagery. RF-3 lies in the southeastern
portion of the study area and was flooded during the November 30, 2017 survey. If irrigation
ceased, RF-1, RF-2, and RF-3 might revert to uplands. Determining whether these wetlands
would revert to upland in absence of irrigation would require additional investigation after
cessation of irrigation for rice cultivation. For the purposes of this delineation (i.e., fo support a
Preliminary Jurisdictional Determination), RF-1, RF-2, and RF-3 are considered potential wetlands.

Vegetated ditches are located throughout the study area. They are excavated ditches that
convey water from the irrigation canal to the adjacent rice fields. VD-1 is located to the west of
County Road R, south of the Irrigation Canal. VD-1 is dominated by broad leaved cattail (Typha
latifolia) which is an obligate wetland plant species. VD-2 is located to the south of the irrigation
canal and runs parallel to the east side of County Road R. VD-2 is also dominated by cattails
and water primrose (Ludwigia sp.) which are both obligate wetland species. During the
November 30, 2017 survey, there was evidence that the vegetation in VD-3 and VD-4 had
recently been excavated. Remnants of hydrophytic vegetation such as cattails and flat sedge
(Cyperus difformis) seedlings were present in VD-3 and VD-4. Hydrology indicators include
surface water and safuration. All vegetated difches in the study area meet wetland criteria and
also qualify as other waters of the United States due to the presence of an OHWM.

! Cowardin et al. 1979
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The Glenn-Colusa Canal is an irrigation canal (IC-1) that flows westerly through the study area.
This feature is typically flooded year round to convey water to agricultural crops. I1C-1 is
characterized as a bed and bank feature that exhibits indicators of scour, deposition, and
watermarks. Hydrology indicators include surface water and inundation visible on aerial
imagery. IC-1 qualifies as other waters of the United States.

Waters of the United States delineated within the study area occupy a total of 1.673 acres (1,770
linear feet) and include rice field/managed wetland, vegetated ditch, and irrigation canal.

Determinations of waters of the United States, including wetlands, are based on current
conditions (i.e., normal circumstances), and made in accordance with relevant U.S.
Environmental Protection Agency and Corps guidance. Determinations are subject to
verification by the Corps. Stantec advises all interested parties to treat the information
contained herein as preliminary pending written verification of jurisdictional boundaries by the
Corps.

Page ¢
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Delineation of Waters of the United States

Photographs Taken November 30, 2017

DP3
DP1
DP2
Photograph 1. Vegetated Ditch (VD-1). Photograph 2. Irrigation Canal (IC-1). DP3
Data points (DP) 1 and 2 document the documents the OHWM of the feature.
feature and the uplands, respectively. Orientation: southwest.
Orientation: northeast.
DP4

Photograph 3. Rice Field (RF-3). DP4

documents the feature. Orientation:

northeast.
NSR, now Stantec County Road R over Glenn-Colusa Canal Bridge Replacement Project

March 2018 Delineation of Waters of the United States
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